WESTERN UNITED STATES 1:250,000 EUREKA NK 10-7, 10

BROOKINGS 6 MI.
- 1400000 FEET 124°00'
125°00" | Hoooom, ‘ 45/ : | 30’ 18 \ " CurryY county OREGON o
42°00" ; ; 20007
I I g 7 : : TI9N
Ez' sand “M.
S Cone\Rock %
S mud
) Hugiter R k: 2 < <
10 / ﬁa \
W : - TI18 N
mud T3
B Villagg' Site
<9
%. N
i We% el -+ - )
e T17 N
sand mud ' ~
§
3
0w
3
% B
= —l
('
A o
_ o
o
o
o
o
_— T16 N
45— _‘_ + o 45
mud
- mud
T15 N
o) N
O
mud 3 mud
T14 N
sand o \e
mud False Klamath Ra ;
° o / /
mud L /
<l
mud 00 2
- &
clay
TI3N
> -
30" B 30’
] mud mud
<
TI2N
mud ’ W
, § %
0> G q
b <
TI1N
mud
sand
hard
15 15
TION
— mud
mud
A LR
mud 4 2 \
B ACIPIC OCch AN = N
mud [~
=1 mud
g,
E SA T8N
9 4
mud |
41°00'— mud 41°00"
N T7N
— sand mud
a, T
f D 4 R
> <
nal School 1]~ =%
. &g 10l = g
=
- 3
mud B
mud a
o
mud
_— TS5N
mud
sand
mud rocky
20 utt 5 0
S BB
o Light 1
2 S Coast Gudrd Reselvatio % X '
45" |— Gy ’ a5
Q
mud & 101
sand
— T4N
Scale 1:250,000
5 0 5 10 15 Statute Miles
m—— — .| nd
5 0 5 10 15 20 Kilometers Table Bluff Lighthduse /
[ ——— —— —_— \ NS
: ] i o
5 0 5 10 Nautical Miles b /) % =
— CONTOUR INTERVAL 200 FEET y %
%
: <
TRANSVERSE MERCATOR PROJECTION oo ! =
| qﬁgl.ofta\ & T3N
1965 MAGNETIC DECLINATION FROM TRUE NORTH FOR THIS SHEET VARIES FROM 19° (340 MILS) EASTERLY 3 EEL % h
FOR THE CENTER OF THE WEST EDGE TO 19° (340 MILS) EASTERLY FOR THE CENTER OF THE EAST EDGE. —ly i
= "Island "c
FOR SALE BY U.S. GEOLOGICAL SURVEY, DENVER, COLORADO 80225, OR WASHINGTON, D.C. 20242 ‘“\_-% Gran{ Union School » 4 2N\ 7
e | riypda Corher N ‘
Fendale B
ing ;
SECTIONIZED TOWNSHIP T o sl
: : : : : WAL desvi T2N
Wi % <
) Alto 27 :
Wy
3
TOWNSHIP OR RANGE LINE E
LAND GRANT BOUNDARY i hre n© g
— [
] .
30" — 30’
TIN
gravel N
rocky S
5] 1 Q
SERS 57/ © §
¢ [
ﬁu@l@ Isl o e u
o
In]
o
Prepared by the Army Map Service (KCBM), Corps of Engineers, U.S. Army, Washington, D.C. Compiled in 1957 from United
States quadrangles 1:50,000 and 1:62,500, 1942-52; USC&GS Hydrographic Charts 5602, 5702, 1940. Planimetric detail
revised by photo-planimetric methods. Control by USGS and USC&GS. Map field checked 1958. Limited revision by U.S.
Geological Survey 1966.
— 100,000-foot grid based on California coordinate system, zone 1 10,000-meter Universal Transverse Mercator grid
ticks, zone 10, shown in blue TS
B ’ LEGEND =
ROAD DATA 1958 PARTIALLY REVISED 1966 g
Figures in red denote approximate distances in miles between stars E
POPULATED PLACES o R@Ags tace. heawy dut E
ard surface, heavy duty
More than two lanes wide _____ ZEARESIZLANES
Over 500,000._—_LOS ANGELES Two lanes wide; Ffederal route marker 8
100,000 to 500,000 OMAHA  Hard surface, medium duty 3 Lanesif Lasis
GALVESTON ore than two laneswide ____ e v s
25,000 to 100,000 — 3 Two lanes wide; State route marker
5,000 to 25,000 aramie |mproved light duty
1,000 to 5,000 Grand Coulee Unimprovedg dirt
LesLs tcr;ansl,OOO Sun Valley Trail
RAILROAD Single track Double or Multiple N = -
Standard gauge ) @ Landmarks: School; Church; Other _ s
N Nartowlaaugell w o Landplane airport Depth curve in fathoms
BOUNDARIES Landingarea T+ Limit of danger; Reef
International ______ * . @ . g
State Seaplane airport_____ Rocks: Awash; Sunken
15’ R (Plouknty_T__ = = = — Seaplane anchorage t Foreshore flat 15’
T ST Intermittent or dry stream
Horizontal control point A Urchar I —
Spot elevationinfeet .22/ Woods-brushwood_L______| Marsh or swamp
Approximate road alinement
LOCATION DIAGRAM RELIABILITY DIAGRAM A
128° 125° 120°
44° 44°
coo!
BAY NK 10-2
RQSEBURG
- OREGON
ﬁ K 1.0-5
W MEDFORD [ ®FALLS __
o
3 PACIFIC -
3 N 3
™ o Z
= /o
OCEAN /
Kl Good T4/ S
/’%{4’}%/;; Photography
A. Medium scale hydrographic charts, 1940. \
B. Large scale topographic maps, photo- -
grammetric, 1942-52. N =
38° 38° C. Large scale topographic maps, controlled ;
128° 120° ground survey, 1942-51. 2
1. Planimetry revised from 1956 aerial 5
photography. H
= &
2 | E
5 2
3 al)
TS5S ¥
P [ I UMBOLDT\C 1 40°00
T T g T I [ “ MENDOCING COU
125°00' ! 1200000 FEET ' 457 o’ 15/ 410000m £ 124°00" us—
Histori(-:
® INTERIOR—GEOLOGICAL SURVEY, WASHINGTON, D.C.—1967 °P0graph,-:

1958

USG S. EUREKA, CALIFORNIA; OREGON
r] !’L! (,’"\ {:’)\ V\-\//? LIMITED REVISION 1966

enn
T i
TOPOGRAPHIC DIVISICN

éz_z;sr;;:‘f; CAL |

it




     U.S. Geological Survey 1958 USGS 1:250000-scale Quadrangle for Eureka, CA 1958 Scanned Map in GeoPDF  Reston, Virginia U.S. Geological Survey http://store.usgs.gov  USGS Historical Quadrangle in GeoPDF. The USGS Historical Quadrangle Scanning Project (HQSP) is scanning all scales and all editions of topographic maps published by the U.S. Geological Survey (USGS) since the inception of the topographic mapping program in 1884. This map is provided as a general purpose map in GeoPDF for users who are not GIS experts. Map Name: Eureka, CA; Scan Filename: CA_Eureka_299768_1958_250000_geo.pdf; Scanner Resolution: 600 PPI; Woodland Tint = Y; NOTE: Bounding Coordinates identified in FGDC metadata are associated with the GNIS Cell ID;  GNIS Cell ID = 395577  Complete None planned   -125 -124 42 40   ISO 19115 Topic Category imageryBaseMapsEarthCover  Geographic Names Information System CA Eureka None None. However, users should be aware that temporal changes may have occurred since this map was originally produced and that some parts of this data may no longer represent actual surface conditions. Users should not use this data for critical applications without a full awareness of its limitations.    U.S. Geological Survey Not Provided  physical address 12201 Sunrise Valley Drive Reston Virginia 20192 USA 1-888-ASK-USGS (1-888-275-8747) Monday through Friday 8:00 AM to 4:00 PM Eastern Time Zone USA Please visit http://www.usgs.gov/ask/ to contact us. Acknowledgment of the U.S. Geological Survey is expected for products derived from these data.  This product is a GeoPDF file. GeoPDF is a copyright format with implementation rights held exclusively by TerraGo Technologies. This design is based on use of specific commercial software systems therefore any changes to the software specifications and dependencies will be followed by the USGS and codified in the product standard.   The digital GeoPDF version of the historical map was georeferenced with a methodology that preserves, but does not exceed, the accuracy of the original map. The historical map product was compiled to meet National Map Accuracy Standards (NMAS) of the era when the map was originally published.     Corps of Engineers Army Map Service Original Paper Map Eureka, CA; U.S. Department of the Interior, USGS Scanned Historical Quadrangle Standard, Version 1.0. 250000 paper USGS provided the scanned copy of the historical quadrangle.  The GeoPDFs for the scanned Historical Quadrangles are produced using the following steps. Historical Quadrangles are scanned typically at 600 PPI (minimum of 400 PPI). Metadata is collected from the information printed in the map collar. Scanned TIFF images are georeferenced to the original map datum, and reprojected to the original map projection. The final GeoPDF file is generated using TerraGo Publisher for Raster software. To support the use of the GeoPDF file in the U.S. Army Geospatial Center GeoPDF seamless viewing tool, neatline coordinates are added to the GeoPDF header file. Last, an FGDC compliant XML metadata file is generated and attached to the GeoPDF. Note that GeoPDF is a copyrighted format, with implementation rights held exclusively by TerraGo Technologies. Any use of trade, product, or firm names in this publication is for descriptive purposes only and does not imply endorsement by the U.S. Government.  Date on Map 1958  Imprint Year 1967  Field Check Year 1958  Edit Year 1966    Unstated    Transverse Mercator     U.S. Geological Survey Not Provided  physical address 12201 Sunrise Valley Drive Reston Virginia 20192 USA 1-888-ASK-USGS (1-888-275-8747) Monday through Friday 8:00 AM to 4:00 PM Eastern Time Zone USA Please visit http://www.usgs.gov/ask/ to contact us. Downloadable Data Although these data have been processed successfully on a computer system at the U.S. Geological Survey, no warranty expressed or implied is made regarding the accuracy or utility of the data on any other system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty. This disclaimer applies both to individual use of the data and aggregate use with other data. It is strongly recommended that these data are directly acquired from a U.S. Geological Survey server, and not indirectly through other sources which may have changed the data in some way. It is also strongly recommended that careful attention be paid to the contents of the metadata file associated with these data. The U.S. Geological Survey shall not be held liable for improper or incorrect use of the data described and/or contained herein.    GeoPDF There is no charge for this data. http://store.usgs.gov     U.S. Geological Survey Not Provided  physical address 12201 Sunrise Valley Drive Reston Virginia 20192 USA 1-888-ASK-USGS (1-888-275-8747) Monday through Friday 8:00 AM to 4:00 PM Eastern Time Zone USA Please visit http://www.usgs.gov/ask/ to contact us. FGDC Content Standard for Digital Geospatial Metadata FGDC-STD-001-1998



