l‘i » outit?! :

WAR DEPARTMENT
FLORIDA SCALE 1:25000
CORPS OF ENGINEERS, U. S. ARMY +<,
MONROE COUNTY 7%—MINUTE SERIES 96
: | o
9
81°52/30” s (BAY KEYS) 47130" 81°45/
24°37'30” i T 5 ! o8 ¥ I: 77 I I 24°37/30"
I R R O TR MY e o VR R G o el 0 0 Sy ST NS R e R S R e T AR T i o ST o"'o,.
CALDA CHANNEL A "4
BN 4 %
A\ NW CHANNEL TURN E ”._,
FRONT RANGE LT
75000 YDS |— i 2]
! : <G -,
74 ‘ T e
Y o 2
..._9’/
v
; " £ CALDA CHANNEL
: A
s ¢ e Q. F R e e R B e
A
o5 s CHANNEL MARKER 85 4
%
8 72 Lo | ettt 3
E /// [
YIE] < [
% 1'
\ 1
\
e A CALDA CHANNEL \ i ;
(\\ |
\
\ |
\ |
71 Zz \‘, :
' S 5x | X
PEARL BAS|IN B - | \
l !
: AR Besdr KEY WEST HARBOR | DREDGED AREA FOR SEAPLANE LANDING e T e BN TR -
il j e e E OO 4,&1% - REAR RANGE LT |
- A i T J Bl s
waRaRlE, FLEMING KEY/ 3 (|
% :
KEY WEST HARBOR I
ko FRONT RANGE LT ! {0 o
) TIDAL BM 1 A1 I
e |
o 1 LT TN FLEMING KEY 2 | 7 \/
A A BN SRR ST S Al s R P B P SRR : A PRECINCT 8 //] .
4 h .7 ; i / i
14 319 Il : [
b P 6 ||! / s
& Rl { / b
r gl i j 5
o H |1 e g : : » | ,I :
@ A : U. S. GOVERNMENT [RESERVATION
B supf i / |
68 ¥ " e
-~ 4/4' ¢y R / o e 2
@ < 6 P
W < o
) . ‘ Tru <
X =] [ Z o
~ 5 Key|West Bight l\ Y \ T
W Mule Key ol : LX) = ; O
x e TIDAL BM 23 JISTAGKAN\ / : e—— <
t ks NW CHANNEL & sm: 3 Q’ S=—= | Garrison g o7 —1 0
0 ; EABTERON : XA |NNER REAR RANGE LT % { V( rapIo ToWERS / 0
§) 1]
67 i . - L
67 vy ;
(A A
A\ KINGFISH SHOAL LT s S iT =4 <
I NAVAL STAT|ON LT
KEY WEST 26 ,%\ ——
> AR SR S ' = ‘
. ML AAT ey \«
U. S. GOVERNMENT %@;‘ % : X S ISLAND
RESERVATIONS =2 AN S N W
5 NP N
AIN SHIP CHAN ‘\ 0() & K E
Fort T#Ior N\A \;& "..... BROKEN FILL
TIDAL BM 4 >‘
i USE . —
65 -
— ks _1_ B
32/307 i 32/30"
ofl ‘ ;

64

[ H A W K

63

62

61 /\ EASTERN TRIANGLE LT

S eE AT S g SRR e e G0 < G ol BT | R

61000 YDS [
HARBOR DEFENSE GRID

60000 YARDS | ; :
24°30/ | | | | | | 1 | | _ | 24°30/
81°52/30” 4,500 YDS 904000 YARDS 905 906 907 50’ 908 909 910 911 912 50 913 914 915 916 85000 YDS 81°45/
HARBOR DEFENSE GRID
War Department mapping project. Scale 125000 y y REPRODUCED BY THE U. S. COAST AND GEODETIC SURVEY. (W & H) 1943
Under direction of the Chief of Engineers. 1 AMS NO. 121658
Control by the U. S. Coast and Geodetic Survey. 1 2 0 1 Mile T a ey
Planimetry compiled from air photographs by U. S. Coast and Geodetic Survey. ‘ - . R = L 4 - = 07197 4 < \} N 5:":?:5
; 3 ; 0.1 MIL o 20’ g ;
" O, by . R h | | f

Planetal?|e toPoglfaphy and field Ffdlt by U. S. Coast and Geodetic Survey, 1943 1000 500 o 1000 2000 Yards swis [ ecover.able orizontal control stations o lless
Polyconic projection, North American datum of 1927. | s e o | - I 1 = =||E than third order accuracy are shown by circles.
This map complies with the national standard map accuracy requirements. § L £ 'é 5 Approximate low water line ....................._

MAXIMUM GROUND ELEVATION 12 FEET s / ol Precinct boundaries not shown within city limits.

ROAD CLASSIFICATION 1943 = o o5 P : .
DATUM IS MEAN SEA LEVEL - < Gray tint indicates areas in which only landmark
Dependable hard-surface, Loose-surface graded, uq“ﬂpg}z ) FANCEL LEDBY il - * Y buildings are shown.
heavy-duty road. TR dry-weather road. —m————— U. S. route i . ln CF OF *-,; ' ONE THOUSAND YARD GRID COMPUTED FROM "GRID SYSTEM FOR PROGRESSIVE MAPS X
’ N\' H o A | vy . ¢ .
‘HHOR‘“ 0 5_.};3&{ i IN THE U. S.” ZONE B: U. S. C. & G. S. SPECIAL PUBLICATION NO. 59 ek el e " e T FJS
Secondary, hard-surface, R DF ; THE LAST THREE DIGITS OF THE GRID NUMBERS ARE OMITTED v DECLINATION 1943 . U GS
all-weather road. T Dirt road, SEE = Statipity W[ 66 4- 19‘& v 1,000 YARD HARBOR DEFENSE GRID KEY WEST AREA, SHOWN BY TICKS INSIDE OF NEAT LINE ¢ el it~ et Y HIS f‘«'!‘f('i",' F KEY WESTr FLA'
ol B 3 . 3 LANE | 4 LANE A l} NOTE: OFFICERS USING THIS MAP WILL MARK HEREON CORRECTIONS AND ADDITIONS WHICH COME NUb r, . £ “lie
More than two lanes indicated by note along road with tick at point of change EHLL) P 70 THEIR ATTENTION AND MAIL DIRECT To “THE CHIEF OF ENGINEERS, WASHINGTON. D. C." i N2430-W8145/7.5
il
e oo

» b Ly ¥ AR 457 /




     U.S. Geological Survey 1943 USGS 1:25000-scale Quadrangle for Key West, FL 1943 Scanned Map in GeoPDF  Reston, Virginia U.S. Geological Survey http://store.usgs.gov  USGS Historical Quadrangle in GeoPDF. The USGS Historical Quadrangle Scanning Project (HQSP) is scanning all scales and all editions of topographic maps published by the U.S. Geological Survey (USGS) since the inception of the topographic mapping program in 1884. This map is provided as a general purpose map in GeoPDF for users who are not GIS experts. Map Name: Key West, FL; Scan Filename: FL_Key West_346919_1943_25000_geo.pdf; Scanner Resolution: 600 PPI; Woodland Tint = Y; NOTE: Bounding Coordinates identified in FGDC metadata are associated with the GNIS Cell ID;  GNIS Cell ID = 23453  Complete None planned   -81.875 -81.75 24.625 24.5   ISO 19115 Topic Category imageryBaseMapsEarthCover  Geographic Names Information System FL Key West None None. However, users should be aware that temporal changes may have occurred since this map was originally produced and that some parts of this data may no longer represent actual surface conditions. Users should not use this data for critical applications without a full awareness of its limitations.    U.S. Geological Survey Not Provided  physical address 12201 Sunrise Valley Drive Reston Virginia 20192 USA 1-888-ASK-USGS (1-888-275-8747) Monday through Friday 8:00 AM to 4:00 PM Eastern Time Zone USA Please visit http://www.usgs.gov/ask/ to contact us. Acknowledgment of the U.S. Geological Survey is expected for products derived from these data.  This product is a GeoPDF file. GeoPDF is a copyright format with implementation rights held exclusively by TerraGo Technologies. This design is based on use of specific commercial software systems therefore any changes to the software specifications and dependencies will be followed by the USGS and codified in the product standard.   The digital GeoPDF version of the historical map was georeferenced with a methodology that preserves, but does not exceed, the accuracy of the original map. The historical map product was compiled to meet National Map Accuracy Standards (NMAS) of the era when the map was originally published.     Corps of Engineers War Department Original Paper Map Key West, FL; U.S. Department of the Interior, USGS Scanned Historical Quadrangle Standard, Version 1.0. 25000 paper USGS provided the scanned copy of the historical quadrangle.  The GeoPDFs for the scanned Historical Quadrangles are produced using the following steps. Historical Quadrangles are scanned typically at 600 PPI (minimum of 400 PPI). Metadata is collected from the information printed in the map collar. Scanned TIFF images are georeferenced to the original map datum, and reprojected to the original map projection. The final GeoPDF file is generated using TerraGo Publisher for Raster software. To support the use of the GeoPDF file in the U.S. Army Geospatial Center GeoPDF seamless viewing tool, neatline coordinates are added to the GeoPDF header file. Last, an FGDC compliant XML metadata file is generated and attached to the GeoPDF. Note that GeoPDF is a copyrighted format, with implementation rights held exclusively by TerraGo Technologies. Any use of trade, product, or firm names in this publication is for descriptive purposes only and does not imply endorsement by the U.S. Government.  Date on Map 1943  Imprint Year 1943  Survey Year 1943    NAD27    Polyconic     U.S. Geological Survey Not Provided  physical address 12201 Sunrise Valley Drive Reston Virginia 20192 USA 1-888-ASK-USGS (1-888-275-8747) Monday through Friday 8:00 AM to 4:00 PM Eastern Time Zone USA Please visit http://www.usgs.gov/ask/ to contact us. Downloadable Data Although these data have been processed successfully on a computer system at the U.S. Geological Survey, no warranty expressed or implied is made regarding the accuracy or utility of the data on any other system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty. This disclaimer applies both to individual use of the data and aggregate use with other data. It is strongly recommended that these data are directly acquired from a U.S. Geological Survey server, and not indirectly through other sources which may have changed the data in some way. It is also strongly recommended that careful attention be paid to the contents of the metadata file associated with these data. The U.S. Geological Survey shall not be held liable for improper or incorrect use of the data described and/or contained herein.    GeoPDF There is no charge for this data. http://store.usgs.gov     U.S. Geological Survey Not Provided  physical address 12201 Sunrise Valley Drive Reston Virginia 20192 USA 1-888-ASK-USGS (1-888-275-8747) Monday through Friday 8:00 AM to 4:00 PM Eastern Time Zone USA Please visit http://www.usgs.gov/ask/ to contact us. FGDC Content Standard for Digital Geospatial Metadata FGDC-STD-001-1998



